TAVOLI Interattivi IR e Capacitivi TouCH
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Size IR: Size IR: Size Capacitive:

46" - 150 cm x 90 cm 32" -130 cm x 74 cm 32" - 80 cm x 80 cm
55" - 170 cm x 107 cm 42"- 153 cm x 82 cm 42" - 110 cm x 100 cm
65" - 194 cm x 123 cm 46" - 162 cm x 88 cm 46" - 118 cm x 110 cm
75" - 215 em x 134 cm 55 - 182 cm x 100 cm 55" - 130 em x 128 em

65" - 145 cm x 155 cm
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Hardware
‘o CPU Processore Intel® Core™ i5/i7
: RAM 4/8/16 GB
Internal Storage 64/128 GB SSD
Video Output 3 Digital Output (HDMI)
TouchScreen IR Multitouch 2/6/12/32/64
TouchScreen Capacitivo Multitouch 2/6/10/20
Screen
Diagonal size 32" (72 cm x 40 cm)
42" (93 cm x 52 cm)
46" (102 cm x 58 cm)
55" (122cm x 69 cm)
65" (146 cm x 85 cm)
75" (167,5 cm x 96 cm)
Resolution 1920 x 1080 (Full HD)
Technology Type LED 400/700/1500 CCD (candele)

SO - Software

Operating Systems Windows 7/Windows 8/Android 4.3/Linux

Internet Browsers Chrome/Safari/Explorer/Opera

Email Compatibilities POP/IMAP/Exchange Active Synch/SMTP/Push Mail
Connectivity

WIFI Yes

Bluetooth Yes

Cable ethernet Yes



Power

Cable
Battery

Port and sensors

Multimedia

AddOn

Loudspeaker
Audio Out

UsSB

Video Playback
Audio Playback

Image Viewing
uPnP/DLNA

Sensors Passage

Object recognition

Thermal Printer

Sensore Capture body

Yes - 2/6/8/10/12/15 Meter - 110/220 V
Yes - 8 hour durability

Yes - 50 Watt 8 Ohm
Yes - 2.1/5.1/7.1 Channel
Yes - 2 out - 3 Inside

H.264 up to 1080p resolution - 30 fps/ AVI/MP4/3GP
MP3, Wav (PCM/ADPCM), AAC, AAC + 5.1, OGG Vorbis
JPEG, BMP, GIF, PNG

Yes, via Video and Media Server applicationS

12 Megapixel - Video recorder FullHD (1920 x 1080)
Photo Recorder 1920 x 1080

Infrared USB Sensor for passage from
50 c¢m to 300 cm of distance

NFC (Near Field Communicatio)
RFID (Radio Frequency Identification)

Professional thermal printer with roll thermal
(formats to be defined with the project)

Infrared camera with motion sensors and body recognition
motorized (formats to be defined with the project)
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